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SECTION 5 - 5

FUNCTIONAL DESCRIPTION:

The HC-0731 converts sixteen 22 to 12 AWG field device conductors to 26 AWG ribbon cable and provides circuit pads for 
LEDs, resistors, diodes and power capacitors to modify the sixteen circuits.

INPUTS / OUTPUTS:

Field conductors terminate on Phoenix type compression screw terminal plugs, sized for 22 to 12 AWG stranded conductors.  
A 16-pin male header is provided for ribbon cable connection.  The mating female plug is provided.

RATING:

1 amp per circuit

SIZE:

3.25" W x 2.25" L x 1.24" D
82.6mm W x 57.2mm L x 31.5mm D

OPTIONS:

Diodes, resistors, LEDs, etc. can be installed to provide lamp testing, status LEDs, or other functions for your special applica-
tions.  Please call for special assemblies.

FEATURES:

  CHANGES FIELD WIRING TO RIBBON

  16 CIRCUIT MODIFICATION PADS

  ALL PLUG CONNECTION

  3.25" SNAP TRACK MOUNT

  2 YEAR WARRANTY
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MODEL
HC-0731

16 POINT ADAPTER



MODEL

HC-0731
16 POINT ADAPTER

HOOK-UP DIAGRAM
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